ENGINE COMPONENTS

CAMSHAFTS & VALVETRAIN

Camshafts

COMPF

CHEVY 262-400

LIFT  DURATION @.050
INT./EXH. INT./EXH. RANGE

.470"/.470" 224°/224° 1800-5800
/480"/.480" 230°/230° 2000-6000
12-213-3  .501"/.501" 244°/244° 2500-6500
12-224-4  .525"/.525" 248°/248° 2500-6500
*Mechanical flat tappet cam

12-214-4  525"/.525" 253°/253° 3000-7000
12-225-4  .555"/.555" 260°/260° 3000-7000

RPM

12-211-2
12-212-2

$115.95
$115.95
$129.95
$138.95

$138.95
$138.95

CHEVY 396-454

11-207-3  .510"/.510" 224°/224° 1500-5800 $129.95

RACE-PROVEN CAMS

CHEVY, 262-400
SPORTSMAN/BRACKET SOLID LIFTER CAMS

LIFT  DURATION@.050 RPM
INT./EXH. INT./EXH. RANGE

429/460 FORD ROLLER LIFTER CAMS

51608  Strong mid range power when used with increased
compression. Good for automatic in a heavy car.

51607  Good cam for pro street or mild bracket race.
Works well with stock type head and automatic

transmission.

12-512-5
12-609-5
12-519-5
12-611-5
12-612-5

.530"/.550" 250°/259° 3500-6000
.532"/.555" 250°/260° 3500-6500
.590"/.610" 274°/282° 3600-7600
.540"/.534" 255°/266° 4000-7000
.562"/.557" 265°/276° 4200-7000

$187.95
$1872.95
$187.95
$1872.95
$187.95

Super Gas or Super Comp or bracket racer
with 500 c.i. and up engine using automatic
transmission, 5500 converter and Cobra Jet
Cylinder heads.

Excellent cam for 450-500c.i. Super Gas or Super
Comp using SVO heads.

$1872.95
$187.95
$1872.95

12-515-5
12-517-5
12-614-5

.550"/.5¢70" 259°/266° 4800-7500
.570"/.590" 266°/274° 4800-8000
.585"/.588" 275°/283° 4500-7300

CHEVY, 262-400
SPORTSMAN/BRACKET SOLID LIFTER ROLLER CAMS

LIFT  DURATION @.050 RPM
INT./EXH. INT./EXH. RANGE

.630"/.630" 252°/258° 3200-6200
.630"/.630" 264°/270° 4200-7200
.630"/.630" 276°/284° 4500-7500

$319.95
$319.95
$319.95

12-900-9
12-908-9
12-906-9

CHEVY 396-454
MAGNUM DRAG RACE SOLID LIFTER CAMS

11-217-4  .530"/.530" 224°/224° 1800-5800
11-218-4  .561"/.561" 236°/236° 2000-6000
11-220-4 .629"/.629" 260°/260° 3000-7000

$138.95
$138.95
$138.95

11-208-3  .520"/.520" 230°/230° 2000-6000
11-219-4  .595"/.595" 248°/248° 2500-6500

$129.95
$138.95

FORD 221-302
31-414-3  .501"/.501"
31-226-3 .512"/.512"

224°/224° 1800-5800
230°/230° 2000-6000

$129.95
$129.95

CHRYSLER 273-360
20-232-4  .480"/.480"
20-243-4 .501"/.501"

230°/230°
244°/244°

2500-6000
3000-6500

$139.95
$139.95

CHRYSLER 383-440

21-306-4  .470"/.470" 224°/224° 1800-5500 $139.95

PONTIAC 265-455

51-240-4 .501"/.501" 244°/244° 2500-6500 $139.95

OLDSMOBILE 260-455

42-231-4  490"/.490" 230°/230° 2000-6000 $139.95

CAM & LIFTER KITS

CHEVY 262-400
LIFT  DURATION @.050

RPM
INT./EXH. RANGE

224°/224° 1800-5800
230°/230° 2000-6000
244°/244° 2500-6500
253°/253° 3000-7000

INT./EXH.
470"/.470"
CL12-212-2 .480"/.480"
CL12-213-3 .501"/.501"
CL12-214-4 .525"/.525"

CL12-211-2 $185.95
$185.95
$198.95

$205.95

CHEVY, 396-454

CL11-208-3 .520"/.520" 230°/230° 2000-6000 $198.95

CHEVY, 396-454
SPORTSMAN/BRACKET RACING SOLID LIFTER CAMS

11-604-5 .579"/.605" 256°/266° 3500-6500
11-608-5 .635"/.637" 262°/270° 3600-6800
11-605-5 .637"/.631" 270°/276° 4200-7200

$1872.95
$1872.95
$187.95

LIFT  DURATION@.050 RPM
INT./EXH. INT./EXH. RANGE

.697"/.709" 303°/313° 4000-7000 $329.95
.650"/.650" 285°/293° 3000-5800 $329.95
51606 .735"/.735" 312°/320° 4500-7800 $329.95
51601 .735"/.735" 312°/316° 4500-7000 $329.95

62-84 221-302 FORD SOLID LIFTER CAMS

40614  Perfect Super Gas cam with high compression in
light car with 5500 stall converter.

51608
51607

40612  Works good with stock cylinder heads and 10:1
compression ratio using automatic transmission

and 3500 stall converter.

Good cam for medium weight car with
4 speed or automatic transmission using
4000 stall converter.

LIFT  DURATION@.050 RPM
INT./EXH. INT./EXH. RANGE

.574"/.592" 300°/300° 4600-7500 $187.95
.568"/.588" 283°/293° 3400-6800 $186.95
.554"/.566" 300°/310° 4000-7200 $185.95

40614
40612
40609

429/460 FORD SOLID LIFTER CAMS

41610  Good cam for medium weight car with
4 speed or automatic transmission using
4000 stall converter.

11-613-5  .637"/.637" 270°/280° 4500-7500 $187.95

CHEVY, 396-454
SPORTSMAN/BRACKET RACING SOLID LIFTER ROLLER CAMS

*Requires thrust button, wear plate and bronze gear
11-703-9  .714"/.680" 278°/282° 4500-7300 $319.95
11-718-9  .725"/.714" 284°/294° 5000-7800 $319.95

62-84 221-302 FORD ROLLER LIFTER CAMS
50617  Good bracket race cam for aftermarket heads and
automatic transmission.

50616  Street roller for Pro street with automatic.
Works well with Dart heads.

Good cam for Pro street car or mild bracket racing.

50615
50603

Good bracket race cam with automatic
transmission and 11:1 compression ratio.

LIFT  DURATION@.050 RPM
INT./EXH. INT./EXH. RANGE

Rough idle. Needs high compression. Works well
in medium weight Super Gas or bracket car with
automatic transmission and 4500 converter.

Lopey Idle. Needs increased compression ratio.
Works well in bracket car. Easy on parts.

LIFT  DURATION@.050 RPM
INT./EXH. INT./EXH. RANGE

.572"/.580" 310°/320° 4000-7200 $186.95
.603"/.609" 305°/ 314° 4000-7400 $186.95
.568"/.580" 310°/ 320° 3500-6800 $186.95

41610
41607
41606

SB CHEVY ROLLER CAMS
50176  Good upper RPM cam in a light or medium
weight car.

50140  Super Gas-Super Comp with 350-406 engine.

Broad power range. Ultimate bracket race cam.

50139  Street roller with fair idle for mild performance

use. Good low end response and mid range torque.

50110 Good bracket race cam for 350-377 cubic inch
motor in light to medium weight car. Need good
compression, 5500 converter and minimum of

5.38 rear gear.

Baseline bracket car cam. Works well in 327-350
cubic inch engines in a heavy car with automatic
transmission.

Ultimate pro street cam. Good mid range.
Needs a 4200 converter. Good power for 350-377
cubicinches.

LIFT  DURATION@.050 RPM
INT./EXH. INT./EXH. RANGE

.689"/.638" 318°/326° 4600-8800
.640"/.645" 308°/316° 4400-7800

$337.95
$329.95

CL11-213-3 .550"/.550" 244°/244° 2200-6200 $198.95

FORD, 221-302

CL31-226-3 .512"/.512" 230°/230° 2000-6000 $198.95

.646" .646" 293°/300° 4400-7200 $329.95

.502"/.502" 282°/290° 2800-6600 $324.95

.518"/.541" 286°/296° 3200-7000 $329.95

.640"/.645" 312°/325° 4500-8000 $329.95

.642" 626" 286°/289° 4200-7400 $337.95

.600"/.606" 300°/304° 4000-7200 $329.95

.598"/.598" 292°/292° 4400-7500 $329.95

.597"/.600" 294°/300° 4000-7200 $329.95
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BB CHEVY ROLLER CAMS

50254  Good cam for 496-572 big block, works with
Powerglide and Dominator carburetor.

50237  Excellent cam for big cubic inch automatic

equipped Top Sportsman car.

50231  Excellent all around cam for asphalt modified or

mild bracket racing. Likes N20.

50225  Super Gas or Super comp with big engine or with

light chassis.

50222 Ultimate Super Gas or Super Comp cam. Broad

power range with excellent mid range torque.

50214  Excellent cam in 454 bracket race car with high
compression or lake racer jet boat with “B”

Impeller. Works with N20.

LIFT  DURATION @.050 RPM
INT./EXH. INT./EXH. RANGE

.817"/.778" 322°/344° 5000-8000
.782"/.712" 320°/340° 4600-8000
.680"/.700" 296°/304° 3500-7300
.722"/.722" 316°/320° 4400-7800
.722"/.722" 312°/320° 4200-7800
.744"/.704" 320°/322° 4000-7800

50254
50237
50231
50225
50222
50214

$331.95
$331.95
$331.95
$331.95
$331.95
$331.95

SB CHEVY SOLID LIFTER CAMS

40146  Rough Idle. Works well in hobby dirt car or bracket
race car. Has very good mid range power.

40138  Good bracket race cam for 350 and automatic
transmission with 4200 stall converter in medium

weight car.

Rough Idle. Very responsive in mid and upper rpm
range. Needs 11:1 or better compression, 4-speed
or high stall torque converter.

Rough Idle. Good oval track or bracket race cam
with good mid range power.

Fair Idle. Good performance street and mild
bracket race cam.

Bracket race cam for 350 c.i. engine with 5000
stall converter and 557-586 gear in light to
medium weight car.

LIFT  DURATION @.050 RPM
INT./EXH. INT./EXH. RANGE

.543"/.552" 288°/288° 3400-7000
.561"/.582" 298°/308° 4200-7500
.552"/.5¢70" 293°/303° 3600-7200
.532"/.532" 283°/293° 3200-6800
.517"/.543" 278°/288° 3000-6500
.576"/.586" 304°/312° 4800-8000

40146
40138
40137
40135
40134
40121

$185.95
$185.95
$185.95
$185.95
$185.95
$185.95

BB CHEVY SOLID LIFTER CAMS

40228 Rough Idle. Latest design technology for race
applications needing strong mid range power and
good RPM capability. Needs 12:5:1 compression
minimum.

Rough Idle. Great cam for pro bracket with heavy
carand 3800 RPM converter. Likes N20.

Works well in high compression 454 bracket racer
in medium weight car. Needs good cylinder heads
and carburetion. Will work with N20.

Good 454 c.i. cam for mild bracket racer with 4500
converter and 488 gear in medium weight car.

Decent Idle. Good cam for bracket car with 396 or
pro street with 427.

Good Idle. Great street cam with broad power
range and strong midrange torque. Likes N20.

LIFT  DURATION@.050 RPM
INT./EXH. INT./EXH. RANGE

.620"/.620" 303°/313° 4000-7800
.620"/.620" 293°/303° 3500-7200
.643"/.633" 304°/316° 4000-7800
.604"/.612" 314°/320° 4000-7500

$185.95
$185.95
$185.95
$185.95

ENGINE COMPONENTS

Lifters

COMP:=

Constant orifice-metering valves that
meter oil to the rocker arms and have
precision-controlled bottom radii.

COMR%E
HYDRAULIC
812-16
832-16
834-16
822-16
824-16
852-16
822-16
MECHANICAL
813-16
833-16
835-16
821-16

Chevy, 262-454
Ford, 351C/M, 400

Ford, 352-428FE
Chrysler, 273-360 $84.95
Chrysler, 383-440, 426 Hemi $116.95
Pontiac, 265-455; Oldsmobile, 260-455  $84.95
AMC, 290-401 $84.95

$78.95
$78.95
$81.95

Chevy, 262-454
Chevy, 265-400, w/.875" lifter bore
Ford, 352-428FE
Chrysler, 273-440, 426 Hemi

$105.95
$89.95
$81.95
$125.95

RACE-PROVEN ROLLER LIFTERS

Endure-X roller lifters have a tough,
patented link bar system combining the *
benefits of a removable link bar and the
safety of a captured link bar. Nickel-steel
alloy, chromemoly heat-treated axles

and edge-orifice oil metering. For mech.
roller cams only.

CHEVY 265-400
818-16
891-16
894-16
CHEVY 396-454
819-16
899-16
883-16

$386.95
$409.95
$187.95

Straight-up style

Straight-up style w/special oil band
Offset style

$386.95
$489.95

Straight-up style, 1965-up
Offset style, 1965-up

.300" taller body for late model,
Bowtie, most alum. blocks, 1965-96

FORD 289-351W

838-16

FORD 429/460

836-16 Full body design

CHRYSLER 383-400 AND 426 HEMI
829-16 Standard pushrod seat location

$519.95

$417.95

$417.95

$436.95

HYDRAULIC LIFTERS

CHEVY
71817
CHRYSLER
71977
FORD
71900

Chevy V8 $89.95

273-360, 361-440 $95.95

289, 302, 351W&C, 400, 429, 460 $85.95

SOLID LIFTERS

CHEVY

70992 Chevy V8 $99.95

.5¢4"/.588" 290°/300° 3000-6800
.540"/.548" 300°/310° 2500-6200

$185.95
$185.95

CHRYSLER
70937 273-360, 361-440 $119.95

FORD

70000 289, 302, 351W&C, 400, 429, 460

ROLLER LIFTERS

SB CHEVY flf
72400  Spring Loaded $319.95

72848 $276.95

BB CHEVY

72401  Spring Loaded
72404

$92.95

Vertical Bar

$299.95
$330.95

Vertical Bar

Polylocks

Use BTE’s high-grade steel
polylocks for a secure valvetrain.
Available for both SBC

and BBC engines.

BTE 45060
BTE 45070
BTE 45100

For 3/8 Studs
For 7/16 Studs
7/16 Long

Pushrods

COMPEF

PUSHRODS

CoMRZ
Forged from 4130 chromemoly, feature a 1-piece,
heat treated design w/.080 wall thickness to withstand
high-rpm racing. Black oxide finished and have length and
part # imprinted on the pushrod.

CHEVY 262-400
7972-16
7963-16
7974-16
7993-16
7994-16
7995-16
7996-16
7997-16
7913-16

CHEVY 396-454
7954-16
7964-16
7962-16
FORD 221-351W

7929-16 1962-69, 221-302, 5/16" dia.
7965-16 1969-78, 351W, 5/16"
FORD 429/460
7951-16

7934-16

CHRYSLER 273-360
7957-16 Standard length, 5/16" dia.
7958-16 +.050 long, 5/16" dia.

Standard length, 5/16" dia.
-.100 short, 5/16" dia.
+.050 long, 5/16" dia.
+.100 long, 5/16" dia.
+.150 long, 5/16" dia.
+.200 long, 5/16" dia.
+.250 long, 5/16" dia.
+.300 long, 5/16" dia.

Standard length, 3/8" dia.

$134.95
$134.95
$134.95
$134.95
$134.95
$134.95
$134.95
$134.95
$156.95

$156.95
$156.95
$254.95

Standard length, 3/8" dia.
Standard length, tall deck, 3/8"
Standard length, 7/16" dia.

$134.95
$134.95

1969-71, 3/8" dia.
1972-78, 3/8" dia.

$156.95
$156.95

$134.95
$134.95
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ENGINE COMPONENTS

Pushrod Guide Plates

PUSHROD GUIDE PLATES

BTE RACING is pleased to offer a set of

8 Pushrod Guide Plates. These 5/16

SBC Guide Plates have been heat

treated and black oxided for maximum
performance. Their truly unique feature is
the slotted stud holes for centering the
rocker arm tip over the valve stem.

S/B CHEVY
BTE 48080

Rockers

COMP~
ULTRA PRO MAGNUM™
ROLLER ROCKER ARMS FOR CHEVY
The 8650 chromemoly material '

and arched, web-like design

deliver increased strength and
rigidity while still reducing the
moment of inertia and optimizing
the dynamic balance. Optimized
retainer and valve spring clearances
allow for use of most diameter
springs, retainers and +.050" locks
without clearance or fitment issues.

S/B CHEVY

STUD DIA.
3/8"
7/16"
3/8"
7/16"

1601-16
1604-16
1602-16
1605-16

B/B CHEVY

1620-16 $334.95

V00D00® ALUMINUM
ROLLER ROCKERS

CHEVROLET 283-400
STUD DIA.

85300 3/8"
85305 ?/16"
85310 3/8"
85315 ?/16"
85320 7/16"
85325 ?/16"
85330 3/8"

RATIO
1.50
1.50
1.60
1.60
1.65
1.60/1.50
1.60/1.50

$306.95
$306.95
$306.95
$306.95
$306.95
$306.95
$306.95

CHEVROLET 396-454

85350 ?/16" $361.95

FORD 351C-400

85380 ?/16" $333.95

FORD 260-351W
85385 3/8"
85390 ?/16"

$326.95
$326.95

Timing Belts / Chains

TRUE ROLLER SPEED SETS

The sprockets are made from SAE D7003 ductile iron or
induction hardened cast iron for unmatched durability.
The Premium Cloyes True® Roller chain features full roller
action and superior strength. The high strength rollers are
hardened and roller to exacting standards.

S/B CHEVY

9-3100 True Roller Set $85.95

B/B CHEVY

9-3110 True Roller Set $99.95

HEX ADJUST TRUE ROLLER SPEED SETS

The Hex-A-Just® True® Roller Set is infinitely adjustable

to plus or minus six degrees. No machining required, no
fumbling with offset bushings. Simply dial in your cam
timing with the turn of a wrench, then tighten the cam bolts
to lock the cam position in place. Sprockets are made from
SAE 1144 Billet Steel, CNC machined, and then induction
hardened to Rc48. The Premium Cloyes True® Roller chain
features superior strength with full roller action. The side
plates are made from heat-treated, high strength steel, and
the .250” rollers are cold rolled, and hardened to exacting
standards. On our Chevrolet applications, you also get

the Cloyes patented “Cheater” sprocket tooth profile that
provides better chain wrap and a smooth transition.

9-3100A
9-3110A

SBC Hex-Adjust Set
BBC Hex-Adjust Set

DUAL IDLER GEAR DRIVES

Replace your stock timing chain with a Precision Gear
Drive. Known for years to simulate that “Blower sound,”
Gears are cut from Billet Steel, and Heat-Treated for extreme
durability. The Heavy Duty Idler Shafts are the key to an
accurate and consistent Power Stroke.

$129.95
$149.95

8-5100 SBC Gear Drive

COMP:Z=

BELT DRIVE TIMING KITS

Hard Anodized Pulleys,
Gates HTD-II Belt,
Fast Timing Adjustments.

$159.95

6100 SBC $545.95

9-3110T True Roller w/Torrington Bearing $132.95

6200 BBC $929.95

Valve Springs

COMPEY

VALVE SPRINGS

When installing a new cam or rebuilding an engine, its helpful to replace your stock valve springs

with new ones. They'll restore performance above 3500 rpm.

0.D. (W/DAMPER)/LD. (LBS/IN.)

SEAT PRESSURE (LBS/IN.)

COMP¥

OPEN PRESSURE COIL BIND SPRING RATE (LBS)

1.494/1.040 101/1.650

242/1.250 1.160 353 $60.95

1.354/.940 85/1.850

275/1.350 1.28 380 $81.95

1.525/1.035 122.1.900

306/1.400 1.200 367 $91.95

1.475/.992 108/1.800

316/1.300 1.140 415 $83.95

1.464/1.025 89/1.900

232/1.300 1.200 239 $82.95

1.437/.974 115/1.700

284/1.200 1.125 339 $65.95

1.460/1.010 125/1.800

308/1.250 1.195 328 $88.95

1.230/.821 91/1.700

229/1.250 1.260 302 $45.95

1.254/.820 105/1.700

295/1.250 1.150 417 $64.95

1.489/.819 165/1.800

382/1.200 1.175 347 $119.95

1.509/.697 115/1.900

322/1.200 1.175 347 $114.95

1.550/.795 149/1.880

371/1.250 1.160 352 $154.95

1.535/.755 150/1.880

434/1.230 1.180 437 $154.95

1.509/.795 142/1.900

371/1.250 1.160 352 $154.95
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ENGINE COMPONENTS

Connecting Rods STROKE PN SIZE Flexplates
AE111DN 3.250 2.100 $1599.95

m AX111DN  3.335 2100  $1599.95
; AF111DN  3.480 2100  $1599.95
ESP 3.D STEEL RODS 4340 AG111DN 3.500 2100  $1599.95
H-BEAM WITH ARP BOLTS AT111DN  3.550 2.100 $1599.95

AH111DN 3.625 2.100 $1599.95

AJ111DN  3.750 2.100 $1599.95

AJ211DN  3.750 2.100 $1599.95

AK211DN 3.800 2.100 $1599.95

AM111DN 3.875 2.100 $1599.95

i~ AM211DN 3.875 2.100 $1599.95

M A0111DN 4.000 2.100 $1599.95

?/16" 12 pt. Bolts, 100% Machined Heat Treated, Multi X- AO2L1DN  4.000 2.100 $1599.95

Rayed Sonic Tested and Magnafluxed. AU211EN  4.125 2.100  $1599.95
AP211EN 4.250 2.100 $1599.95

S/B CHEVY
5.700" Length (Standard - 640 grams) The heavy duty flexplates are .035" thicker than
CRS5700B3D $429.95 PRO SERIES BIG BLOCK stock and are SFl approved. These flexplates are built to

. . ithstand the stress of high RPM engines and high stall
6.000" Length (+.300" Long - 655 grams) CHEVROLET CRANKSHAFTS ::Irqjeacnonveertserr: S}Asi|OBTEIgﬂexp|ats: e welded on both

CRS6000B3D $429.95 W The big block series of -z sides and the 168 tooth flexplates have dual 3/8" bolt
crankshafts have eight patterns. BTE's super flexwheels are true racing flexplates.
B/B CHEVY counter weights, which lower Constructed from .175" thick 1045 steel, these flexplates
6.135" Lenoth (Standard - 790 bearing loads throughout ) are not based on OEM designs. They are double welded and
. ength (Standar grams) the crankshaft. The counter weights have the have dual 7/16" bolt patterns. Fits most popular

CRS61353D $459.95 W Contoured Wing Design. Strokes range from 3.750" to Chevy applications.
6.385" Length (+.250" Long - 795 grams) 5.300". Crankshaft stroke is held to within £.001". The

surface finish of the shaft is a grade of 5 RMS. The shaft

CRSB%‘853D . $459.95 W ic heat treated using plasma gas nitrite, resultingin a HEAVY DUTY

6.535" Length (+.400" Long - 815 grams) case depth of .015"-.022". This type of heat treating 6100 168 Tooth, Internally Balanced $59.95
CRS65353D $459.95 W creates high compressive loads, which in turn gives higher G101 168 Tooth, SBC 400 - External $59.95

cycle bending fatigue. Because of the overall design, this
crankshaft requires considerably less heavy metal 6102 168 Tooth, BBC 454 - External $59.95

[many times none at all) than crankshafts from 6103 153 Tooth, Internally Balanced $59.95

other manufacturers. 6115 153 Tooth, SBC 350 - External $89.95

Crankshafts G116 168 Tooth, SBC 350, Internal $79.95
STROKE PIN SIZE 6117 153 Tooth,SBC 350, Internal $79.95

BJ42LIN  3.750 2200  $1679.95 N G118 168 Tooth, Dual Pattern, Internal ~ $169.95
BO42LIN  4.000 2.200  $1679.95

BU42LIN  4.125 2200 $1679.95 W g\pERFLEX WHEEL

Lunati small block Chevy forged crankshafts are BP421IN _ 4.250 2.200 $1679.95 W G100s 168 Tooth, Internally Balanced $157.50
manufacturg:d from the hlghest qual{tg 4340 steel. The BBA2LIN  4.375 2200 $2199.69 M G100SL Lishtweieht Version of 6100S $15750
4340 material meets all aircraft quality standards for ] 8! .

material cleanliness and purity standards. All rod journals BO42LIN  4.500 2.200  $2199.69 W G101SL 168 Tooth, SBC 400 - External $157.50
are drilled with either a 7/8" or 3/4" lightening hole, which BR421MN 4.625 2.200 $1679.95 M G102sL 168 Tooth, BBC 454 - External $157.50

reduce the inertia weight of the crankshaft. BS42IMN 4.750 2.200 $1679.95 W G104sL 168 Tooth, BBC 502 - External $179.95
BN421PN 4.875 2.200 $2199.69

PRO SERIES CHEVROLET CRANKSHAFTS BV421IN  5.000 2.200 $2199.69 ¥ Forp

The design of the leading edge of the counterweight is BS421IN  5.300 2.200 $2199.69 { G107 10.5BP 157 280z $139.95
extremely important in directing the air and oil around

the counter weights. The leading edge on our Pro Series 6108 10.5BP 157 500z $139.95
crankshafts use a Contoured Wing Design. This design G109 11 7/16BP 164 280z $139.95
allows the air and oil to be directed to the main bearings, PRO BLOWER SERIES BIG BLOCK ’ 6110 11 7/16BP 164 500z $139.95
rather than the connecting rods, keeping the air and oil CHEVROLET CRANKSHAFTS =\ & 6111 11 7/16BP 164.- Internal $139.95

away from the rotating connecting rods. Air and oil moves This series is designed
around the Contour Wing Design without losing contact . G112 BBF 429-460, External $139.95
to withstand the extreme

with the boundary layer. If the air and oil Ipses contact pressures brought to play G113 BBF 429-460, Internally Balanced ~ $139.95
with the boundary layer, eddy currents will form, costing ;
when using a Roots type G114 Daul BP, 157 - Internal $139.95
valuable horsepower. .
supercharger, commonly referred to as a blower. Lunati
Blower Crankshafts have .140° radii on the rods and mains.

PRO SERIES SMALL BLOCK They also have dual keyways, 3/4" - 16 threads in the nose,
CHEVROLET CRANKSHAFTS L r and the flange is drilled to either 1/2" or 7/16". There are H H
i = 7/8" lightening holes in the 2, 3 and 4 rod journals. The For News from InSIde

> B #1 rod journal is not drilled, to provide extra strength on
range from 3.000" to 4.250". the front of the crankshaft. Rod and main bearing must be the company,
Al journal radii are ground to

chamfered on all Blower Series crankshafts. ’
140" The roundness of each check out BTE's blog
journal is .0001" or less. Overall stroke is held to

+.001". The surface finish of the shaft is a grade 5 RMS STROKE PIN SIZE Inside the Blue Building

or better. Each shaft is heat treated by plasma gas nitrite, BO429IN 4.000 2.200 $1859.95 H
. e uP ! : - - at bteracing.blogspot.com.
creating a case depth of .015"-.022". This heat treating BU429IN 4125 2200 $1859.95 g g p

creates high compressive loads, which in turn gives higher
cgcle bending fatigue, BP429IN  4.250 2.200 $1859.95

Small block crankshaft strokes
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ENGINE COMPONENTS

Cylinder Heads

BRODIX

TRACK I CYLINDER HEAD FOR SBC

The Brodix Track 1® has a 215
cc intake port and a 67 cc
combustion chamber. This
head is designed for the drag
or oval track racer who wants a BRODIX
cylinder head that can make a

significant difference in horsepower and lose weight at the
same time. The Brodix Track 1® is compatible with nitrous
and has a very thick deck. Phosphorous bronze guides are
installed and the valve seats are hardened for unleaded
fuel. Do not cut the spring pockets any larger or deeper
than 1,550.

1001001 $1414.95

BIG BLOCK CYLINDER HEADS

Brodix offers a wide variety of
cylinder heads for the BBC. They
are designed for the drag racer.
They have ductile iron seats and |
replaceable solid phosphorous
bronze guides. At Memphis
Performance we offer the full

line of Brodix products.

BB-2
BB-2Plus
BB-2x
BB-2xtra
BB-3

305 cc intake port

312 cc intake port
340 cc intake port

365 ccintake port
370 cc intake port

PRO 1 ALUMINUM SMALL BLOCK

Dart PRO 1° small-block heads
set the standard inread-to-run
aluminum cylinder heads. You
could pay thousands of dollars
for hand-ported heads this
good — or you can use out-of-
the-box PRO 1 heads.

@aRr

STREET PERFORMANCE
Excellent for stock heads

6,000 rpm, 327/350 ci, Aluminum, 200 cc, 64/72 cc  CALL

SERIOUS STREET PERFORMANCE,
BRACKET RACING, RESTRICTED OVAL TRACK

7,000 rpm, 350-400 ci, Aluminum, 215 cc, 64/72 cc  CALL

MAXIMUM PERFORMANCE
Full Competition, heads up & super classes;
Over 7,000 rpm, 400+ ci, Aluminum, 230 cc, 64/72 cc CALL

Need Product Technical Support?
Email tech@bteracing.com
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PRO 1 ALUMINUM BIG BLOCK

Dart PRO 1® big-block

heads were inspired by the
championship-winning Pro

Stock engines. They offer three

different precision-cast intake

runners so you can select the

port size that’s just right for your engine.

STREET PERFORMANCE
Mild bracket racing, marine.

Under 7,000 rpm, under 500 ci, Aluminum, 310 cc, 119 cc
CALL

SERIOUS STREET PERFORMANCE, BRACKET RACING
Over 7,000 rpm, 468-525 ci, Aluminum, 325 cc, 119 cc
CALL

MAXIMUM PERFORMANCE
Bracket racing, Heads-up & Super classes.
Over 7,000 rpm, 500+ ci, Aluminum, 345 cc, 119 cc

PERFORMER - SB-CHEVY ALUMINUM

Highly efficient ports and m

state-of-the-art combustion R

chamber shapes offer improved _!,_!,—:,..—.-_,-L'l

CALL

performance throughout the

rpm range for great throttle

response and top-end

horsepower. Top quality features include threaded inserts
in rocker studs and exhaust bolt holes for superior strength
and durability, and manganese-bronze valve guides.
Perfect for street and bracket racing. They have a high
horsepower potential out-of-the-box, for a cost effective,
race-winning set-up. Dual quench combustion chamber is
more efficient and produces more torque and the D-shaped
exhaust ports offer more flow and reduced reversion.
Hardened push rods needed.

COMPLETE STANDARD VALVE COVER STYLE
60909 Pre 1987, 64cc
609019 Pre 1987, 64cc, Polished

$569.95
$669.95

COMPLETE CENTER BOLT VALVE COVER STYLE
60859 1987-95, 60cc
60879 Pre-1987,60cc (1 ea.)

$669.95
$654.95

PERFORMER RPM — SB-CHEVY ALUMINUM

Does not have heat crossover. :
Hardened .100" longer than
stock pushrods are req. if

) I-_,J-'..f-' A -f-'.'
using stock rocker arms.

Eilelbrock

ANGLE PLUG
60999
609919
60719
607119

64cc
64cc, Perf RPM Polished
70cc
70cc, Polished

$559.95
$719.95
$559.95
$619.95

STRAIGHT PLUG
60899
608919

64cc
64cc, Polished

$559.95
$615.95

VICTOR JR. 23° — SB-CHEVY ALUMINUM

Victor Jr's have a high m

horsepower potential, for a

cost effective, race-winning bﬂnﬂﬂrd
set-up. CNC port matched
215cc intake runners and .100"
raised exhaust ports, 70cc
combustion chambers with hardened, ductile iron valve
seats and phosphor bronze guides. 9/16" deck surface.
Machined for 2.08"/1.6" valves.

Sitetbrock

77619
77629
77589

$699.95
$729.95

70cc, Complete/Flat Tappet

70cc, Complete/Roller

Complete Flat Tappet/Roller,

Max Lift .650 $729.95

PERFORMER & PERFORMER RPM 454-0
BB-CHEVY ALUMINUM

WITH 290CC OVAL INTAKE PORTS

Oval ports produce flow similar to rect. ports, but smaller
port size allows great performance and crisp throttle
response. Semi-open chamber design maximizes efficiency
with streetable compression ratios. Smaller-than-stock
11/32" valve stems promote excellent flow and lighter
valve weight.

60459
604513
60479
60499

Perf RPM Oval (ea)
Perf. RPM, Polished (ea)
Perf 454-0 Oval (ea)
Performer Hi Compression, Oval (ea)

$959.95
$999.95
$939.95
$935.95

PERFORMER RPM 454-R

BB-CHEVY ALUMINUM

WITH 315CC LONG 300CC SHORT RECT. INTAKE PORT

* Designed for street/high-
performance big-blocks

operating from
2500-7000 rpm

* Increased flow and velocity
over standard big-block heads

e 118cc open-style combustion chamber

N B NE

Eelbrock

* High-velocity 315cc long/300cc short intake ports
* Smaller-than-stock 11/32" valve stems

60559
605519

Perf RPM Rectangle
Perf RPM Polished

$959.95
$999.95

500+ hp potential. Large
volume, high flowing 210cc %
intake ports and .130" raised AR - W--N . N8
75cc exhaust ports work

w/standard port location

manifolds and headers.

Complete heads come w/stainless steel, 1-piece, swirl-
polished, under-cut stem, valve (2.05" intake/1.60"
exhaust) as well as phosphor bronze guides.
77179

Bare w/Valves only $565.95

60739 70cc $559.95

77189 Complete Flat Tappet $712.95

607319 70cc, Polished $612.95

77199 Complete Roller $752.95




Engine Bearings

ROD BEARINGS

r——

Our line of Clevite® heavy duty engine bearings

includes rod, main, and cam bearings. All but our cam
bearings are made with the legendary Clevite® TriMetal™
CL-112 material. Clevite® cam bearings are precision bored
to eliminate the need for machining after installation.
This exclusive bearing design features a steel backing

for support, a cast-copper lead alloy center for strength
and durability, nickel dam for chemical stability, and an
electroplated white metal babbitt overlay for slipperiness,
conformability and embedability. The intermediate cast-
copper lead layer creates and interlocked columnar
structure capable of withstanding much heavier pulsating
loads than any other bearing design.

SBC — 350/400 LARGE JOURNAL

CB663P Standard,
.001,.010, .020, .030, .040
Race, Standard,
.001,.010, .020
With Dowel Hold, Standard,
.001,.010

$2.95

CB663HN
$8.95

CB663HD
$8.95

MAIN BEARINGS 350

MS909P Standard,

.004, .010,.020, .030, .040
Race, Standard,

.001,.010, .020

MS909H

MAIN BEARINGS 400

MS1038P Standard,

.001, .010,.020, .030
Race, Standard,

.001,.010

MS1038H

BBC — 396/454

CB?43P Standard,

.001,.010, .020, .030, .040, .050
Race, Standard,
.001,.010, .020

With Dowel Hold, Standard,
.001,.010

$5.95

CB?43HN
$11.95

CB?43HD
$21.95

MAIN BEARINGS 396/454
MS829P Standard,
.001,.002, .010, .020, .030, .040

Race, Standard,
.001,.010, .020

MS8239H

ENGINE COMPONENTS

Engine Blocks

e Uses standard small-block parts, including cam,
timing chain, oil pump, oil pan, oil filter, motor mounts,
mechanical fuel pump, and clutch linkage.

e Extra-thick cylinder walls resist cracking and improve ring
seal for more power (minimum .275" thick with 4.125"
bore).

® Priority main oiling system directs oil to main bearings
first for more dependable lubrication.

¢ Blind-tapped head bolt holes prevent water leaks.
e Extra-thick decks ensure reliable head gasket seal.

e Splayed outer bolts on middle main bearing caps
prevent cracks.

CAPS
Steel
Steel
Steel

Ductile Iron

BORE
4.000"
4.125"
4.125"
4.000"
4.125"
4.125"

MAIN
350
350
400
350
350
400

31131111
31131211
31132211
31151111
31151211
31152211

C RON CHEVY BIG BLOCK

$2575.95
$2575.95
$2575.95
$2134.95
$2134.95
$2134.95

Ductile Iron

Ductile Iron

Dart blocks for big-block Chevy engines are designed from
the ground up for hard core racing, all the weaknesses of
the factory castings have been addressed. Dart blocks
are brand-new, fully machined, and virtually ready to
assemble with off-the-shelf components. Don’t waste
time on a questionable junkyard block or waste money on
machining a “semi-finished” factory casting. Extra thick
decks, siamese bores, enlarged water jackets, priority main
oiling, 4-bolt main caps, finished main bearing bores and
cam tunnels make it easier to build superior racing and
performance engines. Precision CNC machining and strict
quality control measures mean you get optimum out of
the box performance without requiring costly machining
operations after purchase.

BORE DECK HEIGHT
4.49 10.2
4.6 9.8
4.6 10.2
4.25 10.2
4.49 9.8
4.6 9.8

CAPS
Ductile Iron
Steel
Steel

$2824.95
$2824.95
$2824.95
$2300.95
$2300.95
$2300.95

DAR31263454
DAR31263644
DAR31263654
DAR31273354
DAR31273444
DAR31273644

BBC PARTS KIT

DAR32000002 BBC Parts Kit $119.95

Ductile Iron

Ductile Iron

Ductile Iron

Engine Kits & Rotating Assemblies

SMALL BLOCK % BIG BLOCK CHEVY
COMPETITION ROTATING ASSEMBLIES

“ESP” Rotating Assemblies consist of Name Brand Quality
Components.

* “ESP” Crankshaft

¢ “ESP” pin fit 4540 H-beam 3-D connecting rods

* SRP/JE forged aluminum or Keith Black hypereutectic
pistons, piston pins and oil rail support when required

* Piston rings: All kits list either Std. or File Fit Piston Rings

* Std. rings are premium plasma moly standard bore cast
iron ring sets. File fit rings include plasma ductile iron top
ring, reverse twist 2nd ring, standard or low tension oil
ring and oil rail support when required

* Federal Mogul or Clevite 77 Race Rod and Main Bearings
SBC 350 —3.480ST—5.700 ROD — 11CC DOME
12002 Unbalanced

B12002
SBC 400 —3.470ST - 6.00 ROD — 8CC DOME
12504 Unbalanced
B12504
BBC 454 — 4.000ST - 6.385 ROD — 48CC DOME
11006 Unbalanced

B11006
BBC 454 — 4.250ST - 6.385 ROD — 43CC DOME
11013 Unbalanced

B11013

$1781.95
$1939.95

Balanced

$1839.95
$2006.95

Balanced

$2029.95
$2215.95

Balanced

$2119.95
$2215.95

Balanced

Harmonic Balancers

an

SUPER DAMPER

The patented ATl Super Damper is the
only damper designed exclusively for
high performance engines.

e Eliminates torsional
crankshaft vibrations

Inner and outer shells are available in aluminum or steel
contain the steel inertia weight. The inertia weight has six
(2-ring design] or eight (3-ring design) computer machined
grooves to retain the proper durometer O-rings (dyno
tested for each application).

SBC
91708
91778
917781
BBC
91706
91774
SBF
302 (Exc. H.0.) 351W, w/28 oz. weight, use 4-bolt Ford pulley
918900 6.325" Steel Ext. Bal. $384.95
302 H.0. (5.0 L) w/34 oz. weight, use 4-bolt Ford pulley
918910 6.325" Steel Ext. Bal. $356.95
BBF

Use 3-bolt Chevy pulley

91762 7" Steel 429-460 Int. Bal.
917120 7" Steel Int. Bal. 361-440

e Exceeds SFI 18.1 specs
e Laser engraved 360° timing marks
* Black zinc chromate finished

7" Steel Ext. Bal.
7" Steel Int. Bal.
6.325" Steel Int. Bal.

$356.95
$329.95
$279.95

7" Steel Int. Bal.
7" Steel Ext. Bal.

$328.95
$359.95

$379.95
$378.95

BTERACING.COM .~ 800.626.1828 41




ENGINE COMPONENTS

OILING SYSTEMS

Engine & Transmission
Oil Dipsticks and

Filter Tubes

BTE RACING offers a diverse line of dipsticks and filler tubes to meet all performance applications and to allow
you to maintain the correct fluid level which is imperative to reach maximum performance from your vehicle. All
of our dipsticks and filler tubes are locking units that meet the requirements of most major sanctioning bodies.
The dipsticks and filler tubes are coated with a yellow, dichromate finish that is resistant to corrosion and have

a unique “Top Hat” style gasket [not the troublesome OEM O-ring style] that stops most drips and spills.

POWERGLIDE TRANSMISSION
223850

P/G Standard Length Stock Case

223860

P/G Standard Length Dedenbear Case

223870

P/G Flexible Firewall-Mount Dipstick

223950

P/G Shorty Dragster Stock Case

223960

P/G Shorty Altered Stock Case

TH 350/400 TRANSMISSION
323850

T-350 Standard Length

403955

T-400, Buick, Olds, Pontiac

423850

T-400 Standard Length Chevy

700-R4 TRANSMISSION
813850

700-R4 Standard Length

873870

700-R4 Flexible Firewall Mount Dipstick

CHEVY ENGINE DIPSTICK
7172

SBC Engine 0il Dipstick Driver Side w/Bracket

717250

SBC Engine 0il Dipstick Passenger Side w/Bracket

7173

BBC Engine 0il Dipstick

C-4 TRANSMISSION
513800

C-4 Case Filled

PRO COMPETITION,

FULL SUMP & KICKOUT
BB-CHEVY GEN IV

Requires a mini-style starter.

2 trap door assemblies and full

length semi-circular windage tray.

8 qt. Capacity w/filter. 6 1/2" Front Depth,
7 3/4" Rear Depth.

31178
18302
22010

$438.95
$43.95
$55.95

Pan, Full length

Pickup

Dipstick

BB CHEVY

Comes with full length, louvered windage tray and double
trap doors. Fits most alim rods up to 4.500" stroke. 8 qt.
Capacity w/filter. 6 1/2" Front Depth, 73/4" Rear Depth.

31195
31196
18302

1965-90
Gen V& VI
Pickup

$359.95
$449.95
$43.95

SB-CHEVY

Full length, louvered windage tray and double trap doors.
Left handed dipstick and fits into 1979 and prior blocks.
7 qt,, 7 1/2" Rear Depth.

31145
18315

SB-Chevy, 6" Front
Pickup

$356.95
$41.95

/

®

S/B CHEVY ELIMINATOR DRAG RACE OIL PANS

SB-Chevy 7qt.-Wet Sump-Bracket/
Super Stock. 8.25" depth, accepts
strokes up to 3.800", clears most
crossmembers.

MORDSD)

21017 Pre-80 Block, driver side dipstick or

80-85 blocks with pass side dipstick  $381.95
$41.95

24170 Std. volume pickup

513850

C-4 Pan Filled

24350 High volume pickup $41.95

Oil Pans

DRAG RACE OIL PANS

When maximum power output is needed in your stock
framed cars. Fits into cross membered cars such as
Camaros and Chevelles with only a reasonable amount of
cross member modification. This horsepower style pan
incorporates lightweight, steel construction with a full kick-
out and full-length louvered tray assembly which gives
maximum horsepower output.

SB-CHEVY

Fits a 4" stroke and steel Carillo or
Eagle style rods. Pan Capacity is
6 Quarts Plus Filter - 4 1/4" Front
Depth, 8 1/4" Rear Depth.

31167
18316

1955-79
Pickup, Extreme Duty

$394.95
$53.95

Pickup, Stock Pump
Pickup, 18750 Pump

BB-CHEVY

Pan Capacity is 8 Quarts :
Plus Filter - 4 3/4" Front Depth, ~p=
8 1/2" Rear Depth.

31183 $689.95

31187

Chevy Mark IV

Chevy Mark IV (1965-90),
Full Kick-0ut

Chevy Mark V & VI

$418.95
$531.95

31185

FORD 4.6L
Street/Strip oil pan for 94-later 4.6L Mustang Chassis.

31120 $306.95

24320
24360

$36.95
$44.95

Std. volume BB pickup

High volume blueprinted 3/4" pickup

Fits pre-85 SB-Chevy w/2pc rear
main seal, rear-8.25" depth,
front-6.5" depth.

21235 Pre-85 Block w/2pc, MmoROSD|
rear main seal  $674.95

24350 High volume pickup $41.95

B/B CHEVY ELIMINATOR DRAG RACE OIL PANS

BB-Chevy 7qt. Stquer with e
Supercharger or Nitrous. For gas, or . i
alcohol funny car, dragster, funny

car, tractor pull, race boats and

4X4's. Accepts 4.625" stroke w/

aluminum rods. Solid, louvered,

radiused windage tray.

20032
24446

$369.95
$56.95

BB-Chevy Mark IV
Stock or BBC Race Pump Pickup
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BB-Chevy 7-8 qt. Bracket/Super
Stock, Super Classes-Wet Sump.
Some modifications

are necessary to fit
cross-membered cars.

IMOROSD)
$408.95
$44.95

21043
24440

BB-Chevy Mark IV
Stock or BBC race pump pickup

Billet end caps with close

tolerances. Prevents oil from

climbing walls, etc. Bolt holes are
relocated to avoid interference w/rods
(allowing longer strokes).

BB-Chevy Mark IV w/2pc rear main seal $735.95
$44.95

20370
24440

Stock or Race pickup

S/B CHEYY
STREET/STRIP PANS

Featuring Trap-Door Baffling
and Driver’s Side Dipsticks for
pre-1980 Blocks, except as noted.

ImoROST,

EXTRA DEEP SUMP — MOST CHASSIS — 8 QUARTS, 10-3/4"

20110 Pan $149.95
24100 $41.95
24330 $41.95

Pick-up

Pick-up

DEEP SUMP — MOST CHASSIS — 7 QUARTS, 9-1/2"
20160 Pan

24150
24340

$154.95
$41.95
$39.95

Pick-up

Pick-up

’82-"92 CAMARO AND FIREBIRD — 8 QUARTS, 10-3/4"

20180 Pan $153.95
24150 $41.95
24340 $39.95

Pickup

Pickup

DEEP SUMP —'82-'92 CAMARO/FIREBIRD
W/PASSENGER SIDE DIPSTICK — 6 QUARTS, 8-1/4"

20181 Pan
24170
24350

$175.95
$41.95
$41.95

Pickup

Pickup

KICKED OUT SUMP — 7 QUARTS, 8-1/4"
Moroso’s Best Selling Pan

20190 Pan
24170
24350 Pickup
’80-'85 with Passenger Side Dipstick
20200 Pan
24170
24350

$142.95
$41.95
$41.95

Pickup

$159.95
$41.95
$41.95

Pickup

Pickup

ENGINE COMPONENTS

S5/B CHEVY
OVAL TRACK PANS

Featuring Left Side Trap Door
Baffles, Built-in Qil Scrapers, Qil
Temp. Sender Fittings and Drivers
Side Dipsticks for pre-1980 Blocks.

STAGE 1 “SC SERIES” — 5 QUARTS
Street Stock/Late Model - 5 quarts, 6-1/2"

21800 Pan $231.95
24200 Pickup $29.95
Budget Pan Street Stock/Late Model — 5 quarts, 7.00"

21802 Pan $187.95
24211 $54.95
24320 $39.95

Pickup

Pickup

“CLAIMER” SERIES — 7 QUARTS, 7.00"
New “Claimer” for racers needing a Stock Looking Pan.
Comes with a Scrapper, Windage Tray and 2 Trap Doors.

21805 Pan $309.95
24201 $44.95
24204 $32.95

Pickup

Pickup

ELIMINATOR PAN — 7 QUARTS, 8-1/4"
21016 Pan

24120
24350

$349.95
$41.95
$41.95

Pickup

Pickup

PRO ELIMINATOR PAN — 8 QUARTS, 7.00"
21235 Pan

24175
24305

$674.95
$39.95
$31.95

Pickup

Pickup

B/B CHEVY
STREET/STRIP PANS

Baffled — For all chassis except
'62-'67 Chewvy II, Chevelles with
steering behind crossmember,
and V-8 Vega/Monza.

KICKED-OUT SUMP — 6 QUARTS, 8.00"
w/0ne-Way Baffles — Best Selling B/B Pan

20401 Pan
24440 Pickup
w/ integral Scraper and Screen
20403 Pan
24440 Pickup
Stroker Pan —w/ Notched Rails
20405 Pan
24440

$221.95
$44.95

$262.95
$44.95

$226.95
$44.95

Pickup

DEEP SUMP — 7 QUARTS, 9.00"
w/Notched Pan Rails

20451 Pan $182.95

'62-'67 CHEVY Il NOTCHED
Extra Deep — 8 quarts, 10-3/4"
20210 Pan
24100
24330
Clear Steering — 6 quarts, 9.00"
20211 Pan
24120
24122

$202.95
$41.95
$41.95

Pickup

Pickup

$195.95
$41.95
$39.55

Pickup

Pickup

V-8 VEGA/MONZA UP TO 3-3/4" STROKE — 6 QUARTS, 8-1/4"
20230 Pan $211.95
24170 $41.95

Pickup

24430 Pickup $44.95

SUPER DEEP SUMP — 9 QUARTS, 10-3/4"
w/Notched Pan Rails

20410 Pan
24400

$185.95
$44.95

Pickup

LIFTER VALLEY
25050 S/B Chevy
25100 B/B Chevy
25150 S/B Chrysler

$33.95
$34.95
$35.95

0il Pumps

CHEVY OIL RACE PUMPS
SBC RACE PUMPS
22100 Standard
22110 High-Volume

BBC RACE PUMPS
22150 Standard
22160 High-Volume

0IL PUMP SHAFTS

22070 S/B Chevy $14.95
22080 B/B Chevy $14.95
22082 BBC Merlin Block $16.95
22090 SBCw/BBCPump $17.95

PN e
N
OIL PUMP SHAFTS

134-7901 S/B Chevy
135-7901 B/B Chevy

$55.95
$72.95

$73.95
$88.95

$13.95
$14.95

FORD

154-7904 S/B 289-302
154-7901 351 Windsor
154-7905 351C-400M
154-7903  429-460

$18.95
$18.95
$18.95
$18.95

MELLING

LEVEL III PERFORMANCE OIL PUMPS ||
 25% higher volume over stock
e Larger Screen inlet hole

* Pump Housing and cover are CNC
machined

* Pump is manganese phosphate
coated for wear and rust prevention.

SBC

MEL10550 High Volume Pump

BBC

MEL10770 Std. Volume Pump $74.95

EXTRA DEEP SUMP — 8 QUARTS, 9-3/4"
w/Notched Pan Rails

20460 Pan
24450

$191.95
$39.95

Pickup

OIL PAN BAFFLES
23000 V6 90° & S/B Chevy  $6.95

24350 Pickup $41.95

23010 B/B Chevy $7.95

MEL10778 High Volume Pump $91.95

LEVEL I PERFORMANCE OIL PUMPS

e Standard Volume Performance Pump
* CNC machined housing and cover plate
* Manganese phosphate coated for wear & rust prevention

SBC

MEL10553 Std. Volume Pump $84.95
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Racing Qils

e IBBS,
. DRIVEN,

Joe Gibbs Driven Racing Qils are specially formulated for
the specific needs of racing engines. The engineers and
engine builders at Joe Gibbs Racing have put in countless
hours perfecting their oil to maximize horsepower and
protect vital parts.

SYNTHETIC RACING OILS

XPO utilizes ultra-low viscosity synthetic
base oils. Viscosity typical of SAE OW.

JGRO0406 / XPO $19.99

Viscosity typical of SAE SW-20.
JGRO0O006 / XP1 $14.99

Lros IBBS)
DRIVEN

Viscosity typical of SAE OW-20.
JGR00206 / XP2 $19.99

Ahigher viscosity version of XP1, it offers outstanding
high-temperature, high-shear protection.
Viscosity typical of SAE 10W-30.

JGRO0O306 / XP3 $14.99

SEMI-SYNTHETIC RACING DILS
XP5 offers improved high temperature
shear and oxidation stability compared to
mineral oil without the higher cost of a full
synthetic. Viscosity typical of SAE 20W-50.

JGR0OOS06 / XP5 $9.99

PETROLEUM RACING OILS

XP4 is a high zinc, petroleum formula
racing oil. Viscosity typical of SAE 15W-50.

JGROOS06 / XP4 $7.99

XP8is a high zinc, petroleum formula
racing oil. Viscosity typical of SAE 5W-30.

JGRO1906 / XP8 $7.99

BREAK-IN OILS

Used by Joe Gibbs Racing to break-in and
dyno all their engines, this petroleum

oil provides the highest levels of zinc

and phosphorus for flat-tappet engines.
Requires no additional additives. Viscosity
typical of 15W-50.

JGRO0106 / BR $7.99

EE SIBBS,
DRIVEN,
The same high zinc and phosphorus formula

as our original break-in oil, now in a SAE 5W-30 viscosity
for tight clearance and/or low temperature break-in.

JGRO1806 / BR30 $7.99

SYNTHETIC GEAR DIL

Used by Joe Gibbs Racing in every rear end
differential, this unique synthetic gear oil
reduces operating temperatures by up to
15°F compared to other brand gear oils.
Viscosity typical of SAE 75W-110.

JGRO0630 $17.99

P iIBBS)
DRIVEN]
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Vacuum Pumps

I
RACING VACUUM PUMPS

Extra vacuum increases power by improving ring seal

and preventing blow-by, intake-charge contamination and
detonation; and by allowing the use of low-tension piston
rings for less friction. Moroso's purpose-built racing pumps
offer all these power advantages and more and are your
best alternative over the passenger car smog pumps that
are being offered for racing applications. Moroso offers
three models that will suit any engine combination

and requirement.

DRIEINAL PUMP DESIGN

e Pulls more vacuum than stock
smog pumps

e Available in 3 or 4 vane design

e Billet aluminum housing

e Special vane material for improved
seal & wear

¢ 12AN inlet/outlet
¢ Completely rebuildable in 15 minutes

MOR22640
MOR22641

3 Vane Vacuum Pump

4 Vane Vacuum Pump

ENHANCED PUMP DESIGN

e 4 vane pump weights 12 oz. less
than original design

1" Shorter than original design

e New design pulls 13.9%
more vacuum

* Contains maintenance free sealed

MOROSD |
ball bearings

e Achieves greater vacuum sooner

MOR22642

VACUUM PUMP BRACKETS

Moroso offers billet aluminum
vacuum pump mounting brackets
that fit a variety of engine and
vacuum pump combinations. These
brackets fit the engine directly or
mount to a motor plate.

MOADSD)

ORIGINAL STYLE PUMPS
MOR63910
MOR63911

SBC/BBC
SBF

$52.95
$67.95

RACING BREATHER TANK

* Remote breather and oil separator tank is
a perfect companion for vacuum pumps
22640 and 22641; both have matching
-12AN fittings to simplify plumbing

e All aluminum, lightweight tank features
mounting straps to simplify installation

¢ Includes non-hooded, clamp on style
filtered breather that traps oil while
allowing air to escape freely

ImOROSD)

* Hand operated drain facilitates tank cleaning

¢ Dimensions: 3-1/8" diameter, 6-1/2" tank height
(without filter), 11-1/2" overall height

MOR85465 Breather Tank

Windage Trays

I
WINDAGE TRAYS

mORDSD)

Moroso’s windage trays are teflon coated steel for
quick drainage and are louvered for easy drain back.

23020
23030

$28.95
$28.95

Small Block Chevy

Big Block Chevy

Pistons

Anti-detonation and pressure seal grooves, gas ports, thin
ring packs, specialized forging designs, advanced skirt
profiling, and extra lightening procedures are just a few
features found in this line-up.

S/B CHEVY FLAT TOP
PISTON SETS

1.550" COMPRESSION HEIGHT

Stock 350 Chevy 3.480" stroke and 5.7" rod length. 1.550"
compression height can be used with these combinations.

STROKE
3.480"
3.500"

ROD LENGTH
5.700"
5.700"

0 DECK HEIGHT AT:
8.990"
9.000"

BORE SIZE
4.004"
4.020"
4.030"
4.035"
4.040"
4.060"

KO11AS
K011A2
K011A3
K011A35
K011A4
K011A6

$636.95
$635.95
$636.95
$636.95
$636.95
$605.95

1.250" COMPRESSION HEIGHT

1.250" compression height can be used with these
combinations.

STROKE
3.800"
3.480"
3.500"

ROD LENGTH
5.850"
6.000"
6.000"

BORE SIZE
4.004"
4.020"
4.030"
4.035"
4.040"
4.060"

0 DECK HEIGHT AT:
9.000"
8.990"
9.000"

K012AS
K012A2
K012A3
K012A35
K012A4
K012A6

$636.95
$636.95
$636.95
$636.95
$636.95
$636.95




B/B CHEVY 18° QUICK 8 PISTON KITS

1.065" COMPRESSION HEIGHT

STROKE

ROD LENGTH

4.375"

ENGINE COMPONENTS

1.270" COMPRESSION HEIGHT

1.270" compression height can be used with these
combinations.

6.535"

BORE SIZE

COMPRESSION HEIGHT

STROKE

ROD LENGTH

0 DECK HEIGHT AT:

4.250"

6.385"

9.780"

4.750"

6.535"

10.180"

K495B6

4.560”

15.7:1

$756.36

K495B100

4.600"

15.8:1

$756.36

K495B110

4.610”

15.8:1

$756.36

K495B125

4.625”

15.9:1

$756.36

1.155" COMPRESSION HEIGHT

STROKE

ROD LENGTH

4.500"

6.535"

BORE SIZE

K238A6

4.310"

$742.37

BORE SIZE COMPRESSION HEIGHT

STROKE

ROD LENGTH

COMPRESSION RATIO

3.750"

6.000"

13.3:1

BORE SIZE

PTO18H3

4.155

$671.77

STROKE

ROD LENGTH

COMPRESSION RATIO

3.750"

6.000"

13.3:1

BORE SIZE

PRO-TRU PISTONS - +8CC DOME VOLUME

Strong but lightweight forgings with
pressure-fed pin oiling, fully floating
pins, oversized symmetrical valve
pockets, pre-gapped plasma moly rings,
and many other features not found on
pistons in this price range.

PTO18H4

4.165

$671.77

PRO-TRU PISTONS - FLAT

350C.I./ FLAT

K497B6

4.560”

15.8:1

$756.36

K4397B100

4.600”

15.9:1

$756.36

K497B110

4.610”

15.9:1

$756.36

K497B125

4.625”

16:1

$756.36

1.215" COMPRESSION HEIGHT

STROKE

ROD LENGTH

4.375"

6.535"

BORE SIZE

COMPRESSION HEIGHT

K498B6

4.560”

15.7:1

$756.36

K498B100

4.600”

15.8:1

$756.36

K498B110

4.610”

15.8:1

$756.36

K498B125

4.625”

15.9:1

$756.36

350C.I./ DOME

STROKE

ROD LENGTH

COMPRESSION RATIO

3.480"

5.700"

11.8:1

BORE SIZE

PTOO1H

4.030, 4.040, 4.060

$546.36

PTOO6H

4.030, 4.040, 4.060

$546.36

383 C.l./ DOME

STROKE

ROD LENGTH

COMPRESSION RATIO

STROKE

ROD LENGTH

COMPRESSION RATIO

3.480"

5.700"

10.0:1

BORE SIZE

PTOO3H

4.030, 4.040, 4.060

$546.36

STROKE

ROD LENGTH

COMPRESSION RATIO

3.480"

6.000"

10.0:1

BORE SIZE

PTOO8H

4.030, 4.040, 4.060

$568.00

383 C.I./ FLAT

3.750"

5.700"

12.7:1

BORE SIZE

B/B CHEVY PISTON SETS

1.520" COMPRESSION HEIGHT

1.395" compression height can be used
with these combinations.

STROKE

ROD LENGTH

0 DECK HEIGHT AT:

4.250"

6.135"

9.780"

3.760"

6.385"

9.785"

4.250"

6.385"

10.180"

BORE SIZE

K320A6

4.310"

$681.74

1.395" COMPRESSION HEIGHT
1.395" compression height can be used with these

combinations.

STROKE

ROD LENGTH

0 DECK HEIGHT AT:

4.000"

6.385"

9.780"

4.500"

6.135"

10.780"

4.500"

6.535"

10.180"

PTO26H

4.030, 4.040, 4.060

$546.36

STROKE

ROD LENGTH

COMPRESSION RATIO

3.750"

5.700"

10.4:1

BORE SIZE

PTO25H

4.030, 4.040, 4.060

$546.36

STROKE

ROD LENGTH

COMPRESSION RATIO

3.750"

6.000"

12.7:1

BORE SIZE

PTO27H

4.030, 4.040, 4.060

$546.36

STROKE

ROD LENGTH

COMPRESSION RATIO

3.750"

6.000"

10.4:1

BORE SIZE

400C.1./ DOME

STROKE

ROD LENGTH

COMPRESSION RATIO

3.480"

5.700"

12.4:1

BORE SIZE

PTO30H3

4.155

$637.00

STROKE

ROD LENGTH

COMPRESSION RATIO

3.480"

6.000"

12.4:1

BORE SIZE

PTO17H

4.030, 4.040, 4.060

$546.36

400C.1./ FLAT

STROKE

ROD LENGTH

COMPRESSION RATIO

3.750"

5.700"

10.4:1

BORE SIZE

PTO16H

4.155, 4.165

$546.36

STROKE

ROD LENGTH

COMPRESSION RATIO

3.750"

6.000"

11.2:1

BORE SIZE

PT029H3

4.155

$637.00

STROKE

ROD LENGTH

COMPRESSION RATIO

3.750"

5.700"

13.3:1

BORE SIZE

BORE SIZE

K323A6

4.310"

$681.74

PTOO5H3

4.155

$637.00

PTO20H

4.155, 4.165

$546.36

Have a Question?

Give Us a Call @ 800.626.1828
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